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MATERIALS

ZE ELECTROLYTIC GALVANIZED STEEL

Conduits and accessories

Accessories

CONDUIT EN 10255 - 10240 H.D.G. W/SOCKET (CON)

CODE DIMENSIONS (mm)
WEIGHT (Kg/pcs)

GROUP MATERIAL TYPE L Ø THICKNESS

TU ZC CON 037000 L6MT AD 6000 3/8’’ 2 0,82
TU ZC CON 050000 L6MT AD 6000 1/2’’ 2,3 1,2
TU ZC CON 075000 L6MT AD 6000 3/4’’ 2,3 1,52
TU ZC CON 100000 L6MT AD 6000 1’’ 2,9 2,37
TU ZC CON 125000 L6MT AD 6000 1.1/4’’ 2,9 3,05
TU ZC CON 150000 L6MT AD 6000 1.1/2’’ 2,9 3,5
TU ZC CON 200000 L6MT AD 6000 2’’ 3,2 4,9
TU ZC CON 250000 L6MT AD 6000 2.1/2’’ 3,2 6,28
TU ZC CON 300000 L6MT AD 6000 3’’ 3,6 8,2
TU ZC CON 400000 L6MT AD 6000 4’’ 4 11,8
TU ZC CON 500000 L6MT AD 6000 5’’ 5 17,4
TU ZC CON 600000 L6MT AD 6000 6’’ 5 20,6

SADDLE CLAMP (GF2)

CODE DIMENSIONS (mm) WEIGHT
(Kg) Box/pcs

GROUP MATERIAL TYPE D (mm)

AC ZE GF2 050000 0000 00 1/2’’ 20-22 0.14 100
AC ZE GF2 075000 0000 00 3/4’’ 25 0.15 100
AC ZE GF2 100000 0000 00 1’’ 32-34 0.18 100
AC ZE GF2 125000 0000 00 1.1/4’’ 40 0.20 100
AC ZE GF2 150000 0000 00 1.1/2’’ 48-50 0.24 100
AC ZE GF2 200000 0000 00 2’’ 59,5-61 0.27 100
AC ZE GF2 250000 0000 00 2.1/2’’ 75-76 0.33 50
AC ZE GF2 300000 0000 00 3’’ 88,5-90 0.38 20
AC ZE GF2 400000 0000 00 4’’ 113-114 0.68 20
AC ZE GF2 500000 0000 00 5’’ 139-140 0.97 20
AC ZE GF2 600000 0000 00 6’’ 158-160,5 1.17 20
AC ZE GF2 700000 0000 00 7’’ 192-194 1.62 20
AC ZE GF2 800000 0000 00 8” 217-200 2.20 20

ONE HOLE COLLAR (GF1)

CODE DIMENSIONS
Box/Pcs

GROUP MATERIAL TYPE D (inches)

AC ZE GF1 037000 0000 00 3/8’’ 100
AC ZE GF1 050000 0000 00 1/2’’ 100
AC ZE GF1 075000 0000 00 3/4’’ 100
AC ZE GF1 100000 0000 00 1’’ 100
AC ZE GF1 125000 0000 00 1.1/4’’ 100
AC ZE GF1 150000 0000 00 1.1/2’’ 100
AC ZE GF1 200000 0000 00 2’’ 50
AC ZE GF1 250000 0000 00 2.1/2’’ 10
AC ZE GF1 300000 0000 00 3’’ 10
AC ZE GF1 400000 0000 00 4’’ 10
AC ZE GF1 500000 0000 00 5’’ 10
AC ZE GF1 600000 0000 00 6’’ 10

Ø

D

CON GF1 GF2

Gas and water tubes used for thermo-sanitary systems (gas, water and elctric cable line) 
are available in a wide range from 3/8“ to 6“ diameters. They can be supplied with raw, 
galvanized, painted surface and with threaded ends (with or without socket).
If painted, they can be employed in civil and industrial plants.

The clamps are supplied in galvanized steel and are available in stainless steel 
A2 and A4 on request

Electrolytic galvanized steel clamp. Lateral holes 13mm. H.D.G. Also available in hot dip 
galvanized steel on request
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Conduits and accessories

Accessories

LIGHT ZINC CLAMP WITH RUBBER COATING (COG)

CODE DIAMETER (D) THREADED
CONNECTION

CLAMP
SECTION 

(mm)
Box/Pcs

GROUP MATERIAL TYPE inches mm

AC ZE COG 025000000 M0825 1/4’’ 12 - 16 M8 20 X 1,5 100
AC ZE COG 037500000 M0825 3/8’’ 17 - 19 M8 20 X 1,5 100
AC ZE COG 050000000 M0825 1/2’’ 20 - 24 M8 20 X 1,5 100
AC ZE COG 075000000 M0825 3/4’’ 25 - 28 M8 20 X 1,5 100
AC ZE COG 100000000 M0825 1’’ 32 - 36 M8 20 X 1,5 100
AC ZE COG 125000000 M0825 1’’1/4 40 - 43 M8 20 X 1,5 100
AC ZE COG 150000000 M0825 1’’1/2 47 - 50 M8 20 X 1,5 50
AC ZE COG 200000000 M0825 2’’ 59 - 63 M8 20 X 1,5 50
AC ZE COG 250000000 M0825 2”1/2 74 - 80 M8 20 X 1,5 50
AC ZE COG 300000000 M0825 3’’ 87 - 92 M8 20 X 1,5 25
AC ZE COG 350000000 M0825 3’’1/2 99 - 105 M8 20 X 1,5 25
AC ZE COG 400000000 M0825 4’’ 113 - 118 M8 20 X 1,5 25
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ZE ELECTROLYTIC GALVANIZED STEEL

SADDLE CLAMP (COL)

CODE DIMENSIONS (mm)
WEIGHT (Kg/pcs)

GROUP MATERIAL TYPE L Ø THICKNESS

AC ZE COL 0375020M0825 3/8’’ 14-18 M8 100
AC ZE COL0500020M0825 1/2’’ 20-25 M8 100
AC ZE COL0750020M0825 3/4’’ 26-30 M8 100
AC ZE COL1000020M0825 1’’ 31-38 M8 100
AC ZE COL1250020M0825 1.1/4’’ 40-47 M8 100
AC ZE COL1500020M0825 1.1/2’’ 46-53 M8 100
AC ZE COL2000020M0825 2’’ 58-63 M8 100
AC ZE COL2500030M1025 2.1/2’’ 72-80 M10 100
AC ZE COL3000030M1025 3’’ 80-92 M10 100
AC ZE COL4000030M1025 4’’ 110-115 M10 50
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Clamp for fast connection with threaded bar made in electrolytic galvanized steel

HEAVY DUTY SIMPLE CLAMPS (GLP)

CODE DIAMETER (D) THREADED
CONNECTION

CLAMP
SECTION 

(mm)

WEIGHT 
(Kg/pcs) Box/Pcs

GROUP MATERIAL TYPE inches mm

AC ZE CLP 100000 0000 00 3/8’’ 15-19 M8/M10 25x2,2 0.077 50
AC ZE CLP 100001 0000 00 1/2’’ 20-24 M8/M10 25x2,2 0.084 50
AC ZE CLP 100002 0000 00 3/4’’ 25-30 M8/M10 25x2,2 0.092 50
AC ZE CLP 100003 0000 00 1’’ 31-35 M8/M10 25x2,2 0.113 50
AC ZE CLP 100004 0000 00 1.1/4’’ 40-45 M8/M10 30x2,5 0.135 50
AC ZE CLP 100005 0000 00 1.1/2’’ 48-53 M8/M10 30x2,5 0.142 50
AC ZE CLP 100006 0000 00 - 54-59 M8/M10 30x2,5 0.155 50
AC ZE CLP 100007 0000 00 2’’ 60-65 M8/M10 30x2,5 0.164 50
AC ZE CLP 100008 0000 00 - 67-72 M8/M10 30x2,5 0.176 50
AC ZE CLP 100009 0000 00 - 76-81 M10/M12 30x3,0 0.279 25
AC ZE CLP 100010 0000 00 2.1/2’’ 82-87 M10/M12 30x3,0 0.291 25
AC ZE CLP 100011 0000 00 - 88-93 M10/M12 30x3,0 0.315 25
AC ZE CLP 100012 0000 00 3’’ 102-108 M10/M12 30x3,0 0.341 25
AC ZE CLP 100013 0000 00 - 110-116 M10/M12 30x3,0 0.354 25
AC ZE CLP 100014 0000 00 4’’ 124-129 M10/M12 30x3,0 0.389 25
AC ZE CLP 100015 0000 00 - 133-144 M12/M16 40x4,0 0.783 10
AC ZE CLP 100016 0000 00 - 140-146 M12/M16 40x4,0 0.785 10
AC ZE CLP 100017 0000 00 5’’ 149-155 M12/M16 40x4,0 0.803 10
AC ZE CLP 100018 0000 00 - 159-165 M12/M16 40x4,0 0.869 10
AC ZE CLP 100020 0000 00 6’’ 167-173 M12/M16 40x4,0 0.904 10
AC ZE CLP 100021 0000 00 - 176-182 M12/M16 40x4,0 0.992 10
AC ZE CLP 100022 0000 00 - 188-194 M12/M16 40x4,0 1.059 10
AC ZE CLP 100023 0000 00 - 199-205 M12/M16 40x4,0 1.124 10
AC ZE CLP 100024 0000 00 - 207-216 M12/M16 40x4,0 1.126 10
AC ZE CLP 100025 0000 00 8’’ 219-225 M12/M16 40x4,0 1.167 10
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ZE ELECTROLYTIC GALVANIZED STEEL

Clamp for fast connection with threaded bar made in electrolytic galvanized steel

COL GLP COG
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MEDIUM ZINC CLAMP WITH RUBBER COATING

CODE DIAMETER (D) THREADED
CONNECTION

CLAMP
SECTION 

(mm)
Box/Pcs

GROUP MATERIAL TYPE inches mm

AC ZE CMG 025000000 M0825 1/4’’ 12 - 16 M8 20 X 1,5 100
AC ZE CMG 037500000 M0825 3/8’’ 17 - 19 M8 20 X 1,5 100
AC ZE CMG 050000000 M0825 1/2’’ 20 - 24 M8 20 X 1,5 100
AC ZE CMG 075000000 M0825 3/4’’ 25 - 28 M8 20 X 1,5 100
AC ZE CMG 100000000 M0825 1’’ 32 - 36 M8 20 X 1,5 100
AC ZE CMG 125000000 M0825 1’’1/4 40 - 43 M8 20 X 1,5 100
AC ZE CMG 150000000 M0825 1’’1/2 47 - 50 M8 20 X 1,5 50
AC ZE CMG 200000000 M0825 2’’ 59 - 63 M8 20 X 1,5 50
AC ZE CMG 250000000 M0825 2”1/2 74 - 80 M8 20 X 1,5 50
AC ZE CMG 300000000 M0825 3’’ 87 - 92 M8 20 X 1,5 25
AC ZE CMG 350000000 M0825 3’’1/2 99 - 105 M8 20 X 1,5 25
AC ZE CMG 400000000 M0825 4’’ 113 - 118 M8 20 X 1,5 25
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HEAVY ZINC CLAMP WITH RUBBER COATING

CODE DIAMETER (D) THREADED
CONNECTION

CLAMP
SECTION 

(mm)
Box/Pcs

GROUP MATERIAL TYPE inches mm

AC ZE CPG 025000000 M0825 1/4’’ 12 - 16 M8 20 X 1,5 100
AC ZE CPG 037500000 M0825 3/8’’ 17 - 19 M8 20 X 1,5 100
AC ZE CPG 050000000 M0825 1/2’’ 20 - 24 M8 20 X 1,5 100
AC ZE CPG 075000000 M0825 3/4’’ 25 - 28 M8 20 X 1,5 100
AC ZE CPG 100000000 M0825 1’’ 32 - 36 M8 20 X 1,5 100
AC ZE CPG 125000000 M0825 1’’1/4 40 - 43 M8 20 X 1,5 100
AC ZE CPG 150000000 M0825 1’’1/2 47 - 50 M8 20 X 1,5 50
AC ZE CPG 200000000 M0825 2’’ 59 - 63 M8 20 X 1,5 50
AC ZE CPG 250000000 M0825 2”1/2 74 - 80 M8 20 X 1,5 50
AC ZE CPG 300000000 M0825 3’’ 87 - 92 M8 20 X 1,5 25
AC ZE CPG 350000000 M0825 3’’1/2 99 - 105 M8 20 X 1,5 25
AC ZE CPG 400000000 M0825 4’’ 113 - 118 M8 20 X 1,5 25
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STAINLESS STEEL CLAMP WITH RUBBER COATING

CODE DIAMETER (D) THREADED
CONNECTION

CLAMP
SECTION 

(mm)
Box/Pcs

GROUP MATERIAL TYPE inches mm

AC 04 CXG 025000000 M0825 1/4’’ 12 - 16 M8 20 X 1,5 100
AC 04 CXG 037500000 M0825 3/8’’ 17 - 19 M8 20 X 1,5 100
AC 04 CXG 05000000 M0825 1/2’’ 20 - 24 M8 20 X 1,5 100
AC 04 CXG 075000000 M0825 3/4’’ 25 - 28 M8 20 X 1,5 100
AC 04 CXG 100000000 M0825 1’’ 32 - 36 M8 20 X 1,5 100
AC 04 CXG 125000000 M0825 1’’1/4 40 - 43 M8 20 X 1,5 100
AC 04 CXG 150000000 M0825 1’’1/2 47 - 50 M8 20 X 1,5 50
AC 04 CXG 200000000 M0825 2’’ 59 - 63 M8 20 X 1,5 50
AC 04 CXG 250000000 M0825 2”1/2 74 - 80 M8 20 X 1,5 50
AC 04 CXG 300000000 M0825 3’’ 87 - 92 M8 20 X 1,5 25
AC 04 CXG 350000000 M0825 3’’1/2 99 - 105 M8 20 X 1,5 25
AC 04 CXG 400000000 M0825 4’’ 113 - 118 M8 20 X 1,5 25

MATERIALS

04 STAINLESS STEEL AISI 304L

16 STAINLESS STEEL AISI 316L

Conduits and accessories

Accessories

 93


